FROH224ZF

5 Aliases (USCFROOH224700)
M\ 9: FR, Supercapacitors, Radial Pin, 0.22 F, -20/+80%, 5.5 VDC, Pin Leads,
KE M ET © 5.08 mm
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H View Style Radial Pin
Description Radial Cylindrical Double Layer
o ‘ t - Capacitor
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i ; Lead Pin Leads
Bottom : :
View AEC-Q200 No
Typical Component Weight 53g

Click here for the 3D model.

Miscellaneous

DischargeValue = 0.33 F.

omensors
D 14.5mm +/-0.5mm Capacitance 0.22F

H 2Imm MAX Tolerance -20/+80%

S 5.08mm +/-0.5mm Voltage DC 5.5VDC

LL Negative 2.7mm MIN Temperature Range -40/+85°C

LL Positive 2.4mm MIN Rated Temperature 85°C

LT 0.4mm +/-0.Jmm ESR 180000 mOhms (1kHz)

LT2 1.2mm +/-0.1mm Current (at 30 minutes after 0.33 mAmps

Packaging Specifications

Packaging

Bulk, Box

Packaging Quantity 300

charging)

Statements of suitability for certain applications are based on our knowledge of typical operating conditions for such applications, but are not intended to constitute - and
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