
T521X477M016ATK020
T521, Tantalum, Polymer Tantalum, Commercial Grade, 470 uF, 20%, 16 
VDC, SMD, Polymer, Molded, Low ESR, Non-Combustible, 20 mOhms, 4.3 
mm, 1.3 mm, 2817 / 7343
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Click here for the 3D model.

General Information

S​e​r​i​e​s T​5​2​1

D​i​e​l​e​c​t​r​i​c Polymer Tantalum

S​t​y​l​e SMD Chip

D​e​s​c​r​i​p​t​i​o​n SMD, Polymer, Molded, Low 
ESR, Non-Combustible

F​e​a​t​u​r​e​s Low ESR, High Voltage

R​o​H​S Y​e​s

T​e​r​m​i​n​a​t​i​o​n T​i​n

A​E​C​-​Q​2​0​0 N​o

Typical Component Weight 553.96 mg

Shelf Life 52  Weeks

M​S​L 3

D​i​m​e​n​s​i​o​n​s

L 7.3mm +/-0.3mm

W 4.3mm +/-0.3mm

H 4mm +/-0.3mm

T 0.13mm REF

S 1.3mm +/-0.3mm

F 2.4mm +/-0.1mm

A 3.8mm MIN

B 0.5mm +/-0.15mm

P 1.7mm REF

R 1mm REF

X 0.1mm +/-0.1mm REF

S​p​e​c​i​f​i​c​a​t​i​o​n​s

C​a​p​a​c​i​t​a​n​c​e 470 uF

T​o​l​e​r​a​n​c​e 2​0​%

Voltage DC 16 VDC (105C), 10.72 VDC (125C)

Temperature Range -​5​5​/​+​1​2​5​°​C

Rated Temperature 1​0​5​°​C

L​i​f​e 2000 Hrs (125C)

H​u​m​i​d​i​t​y 60C, 90% RH, 500 Hours, No 
Load

Dissipation Factor 10% 120Hz 25C

Failure Rate N​/​A

E​S​R 20 mOhms (100kHz 25C)

Ripple Current 4470 mA (rms, 100kHz 45/85C), 
3129 mA (rms, 105C), 1118 mA 
(rms, 125C)

Leakage Current 376 uA (5min 25°C)

Packaging Specifications

P​a​c​k​a​g​i​n​g T&R, 178mm

Packaging Quantity 5​0​0

Statements of suitability for certain applications are based on our knowledge of typical operating conditions for such applications, but are not intended to constitute - and 
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